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ISO DESIGN 27
CLASSIC 27

TECHNICAL INFORMATION
HORIZONTAL BAMBOO BLINDS
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ISO design 27 mm
Product illustration
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Description:
- Installation directly into the glazing bead

- Suitable for all types of windows thanks to spacers (5mm thick) and can be installed
in both shallow and deep glazing bars

- The blinds only cover the glass surface (that allows easy access to the window
or door handle)

- Fixed at the sides with a silicone string
- Head rail covered with a 50mm bamboo slat
- Atypical designs possible

Components:
- Colour matching the head rail, slats, ladder strings and cords

Control:
- Wand (30 cm, 60 cm, 80 cm, 100 cm) and pull cord with cordlock
- Plastic chain - any length
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CLASSIC 27mm
Product illustration
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Description:

- Installation on window sashes (where ISO 27 blinds cannot be installed, or on
windows with a partition)

- ldeal for installation in front of a window recess (reveal) or as an attractive room
divider

- When installing on the window frame, we recommend the lateral guidance

- Head rail covered with bamboo valance (straight, profiled)

- Atypical designs possible

Components:
- Colour-coordinated with head rail and slats, ladders and cords

- Choice of no lateral guidance or with lateral guidance (nylon fixation)

Control:
- Wand (30 cm, 60 cm, 80 cm, 100 cm) and pull cord with a cordlock

- Chain - any length

Figure 1 Instructions for installation of electrical cable, chain, cord according to EN 13120

Technical information:
Maximum/minimum dimensions

Width (cm)

Type of blinds Max. height (cm)

min. max.

Classics / 1SO design 27mm 15 183 300
(wand/ cord)

Classics / 1SO design 27mm (chain) 50 183 250

Packet height / Fully raised blinds (cm)

Blinds height | 20 | 40 | 60 | 80 | 100|120 | 140 | 160 | 180 | 200 | 220 | 240 | 260 | 280 | 300
(cm) m cm cm cm cm cm cm cm cm cm cm cm cm cm cm

27mm slats 7 9 1M |13 (15 (17 | 19 | 21 | 23 [ 25 [ 27 | 29 | 31 | 33 | 35
(cm) cam (cm | cm | cm | cm [ cm [ cm | cm | cm [ cm [ cm [ cm | cm | cm | cm
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Atypical designs:

Color swatch book

WHITE

GOLDEN SAND LIGHT OAK

ANTHRACITE S-OAK

L-OAK OAK
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HONEY © NATURAL - OAK

TIGER EYE S-MAHAGON

SAHARA GREY

Please note: The variation of shades in the slats (spots) is caused by
the natural structure of bamboo, as well as a slight deformation
of the slats since they are made of a natural material.



